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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 5               30 Ed 2003        Change No. 20
                                                                    LAST NM 20/03
Page 66—Paragraph 775; read:

(4) Boothville Anchorage.An area 5.5 miles in length
along the right descending bank of the river extending from
mile 13.0 to mile 18.5 above Head of Passes. The width of
the anchorage is 750 feet. The inner boundary of the anchor-
age is a line parallel to the nearest bank 250 feet from the
water’s edge into the river as measured from the Low Water
Reference Plane (LWRP). The outer boundary of the anchor-
age is a line parallel to the nearest bank 1,000 feet from the
water’s edge into the river as measured from the LWRP.

(CL 634/03; FR 3/20/03) 27/03

Page 240—Paragraph 270, lines 5 to 8; read:
Intracoastal Waterway. In January 2003, the controlling
depth in the entrance channel was 10.0 feet to the bridge over
the pass, thence 6.8 feet (7.4 feet at midchannel) to Daybea-
con 8, thence 5.0 feet (5.4 feet at midchannel) to the intersec-
tion with the Intracoastal Waterway.

(CL 468/03; BPs 180017-23) 27/03

Page 262—Paragraph 287, lines 10 to 12; read:
Escambia River. In December 2002, the controlling depth
was 7.0 feet (10.0 feet at midchannel) to the mouth of Es-
cambia River, thence 3.6 feet to the ...

(CL 746/03) 27/03

Page 279—Paragraph 257, lines 7 to 8; read:
Popps Ferry Road highway bridge; thence in January 2003,
8.0 feet (11.0 feet at midchannel) to the seaway. The channel
is ...

(CL 554/03) 27/03

Page 279—Paragraph 269, lines 9 to 11; read:
Rivers Road. In January 2003, the controlling depth was 9.8
feet (12.0 feet at midchannel) to Light 5, thence 4.4 feet
(12.0 feet at midchannel) to Light 11, thence 2.1 feet (6.4
feet at ...

(CL 555/03) 27/03

Page 301—Paragraph 179, line 2; read:
from 88 to 240 miles AHP is a regulated navigation area.
(See ...

(33 CFR 165.803) 27/03

Page 311—Paragraph 383; strike out.
(33 CFR 165) 27/03

Page 415—Paragraph 261, line 2; read:
gasoline, diesel fuel, electricity, marine supplies, water, ice, a
70-foot marine railway, and a 70-ton lift for hull, engine ...

(CL 574/03) 27/03

Page 453—Paragraph 53, line 4 to Paragraph 56; read:
Engineer District Mobile, P.O. Box 2288, Mobile, AL

36602, Attn: Map Sales, LM-SR; telephone, 251-441-563
Flood Control and Navigation Maps of the Mississipp

River, Cairo, IL to the Gulf of Mexico: Published by Missis-
sippi River Commission and for sale by U.S. Army Enginee
District Vicksburg, 4155 Clay Street, Vicksburg, MS 39183
3435, Attn: Map Sales; telephone: 601-631-5042.

Upper Mississippi River Navigation Charts (Mississipp
River, Cairo, IL to Minneapolis, MN): Published and for sal
by U.S. Army Engineer District Rock Island, Clock Towe
Bldg., P.0. Box 2004, Rock Island, IL 61204-2004; tele
phone, 309-794-5338.

Charts of the Illinois Waterway, from Mississippi River a
Grafton, IL to Lake Michigan at Chicago and Calumet Ha
bors: Published and for sale by U.S. Army Engineer Distri
Rock Island, Clock Tower Bldg., P.0. Box 2004, Roc
Island, IL 61204-2004; telephone 309-794-5338.

(CE/03) 27/03

COAST PILOT 5               30 Ed 2003        Change No. 21
Page 221—Paragraph 331, line 7; read:
Venice Inlet Light 1 (27˚06'46"N., 82˚28'12"W.), 20 feet
above ...

(14/03 CG7; LL/03) 27/03

Page 233—Paragraph 124, lines 3 to 5; read:
thence S to a powerplant wharf atBig Bend. In 1996, the
controlling depth was 33 feet in the channel; thence in 199
depths of 13 to 38 feet in the ...

(NOS 11416) 27/03

COAST PILOT 5               30 Ed 2003        Change No. 22
Page 30—Paragraph 674 to Paragraph 675, line 2; read:

In Prince William Sound, Alaska.

MARINE POLLUTION

Compliance with the Federal Water Pollution Control
Act or Clean Water Act

The Federal Water Pollution Control Act (FWPCA) o
Clean Water Act (CWA) was passed to restore and maint
the chemical, physical and biological integrity of ou
nation’s waters.

No Discharge Zones.–Section 312 of the FWPCA, enti-
tled “Marine Sanitation Devices” (see40 CFR 140in Chap-
ter 2), gives the Environmental Protection Agency (EPA) an
States the authority to designate certain areas as No-D
charge Zones (NDZ) for vessel sewage. Freshwater lak
freshwater reservoirs, or other freshwater impoundme
whose entrances and exits prohibit traffic by regulated ve
sels (vessels with installed toilets) are, by regulation, NDZ
Rivers that do not support interstate navigation vessel tra
are also NDZs by regulation. Water bodies that can be des
nated as NDZs by States and EPA include: the Great La
and their connecting waterways, freshwater lakes a
impoundments accessible through locks, and other flowi
waters that support interstate navigation by vessels subjec
regulation.

Inside No-Discharge Zone waters, discharge of any se
age, whether treated or untreated, is completely prohibite
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Discharge of sewage in waters not designated under40
CFR 140as No-Discharge Zones is regulated by the Marine
Sanitation Device Standard (see40 CFR 140 in Chapter 2.)

Oil Pollution.–The FWPCA also prohibits ...
(CL 139/02; 40 CFR 140) 27/03

COAST PILOT 5               30 Ed 2003        Change No. 23
Page 69—Paragraph 843, line 2 to Paragraph 851; read:
beginning.

(3) Anchorage area (C). The water bounded by a line
connecting the following points:

and thence to the point of beginning.
(b) The regulations. (1) The anchorage area is for the

temporary use of vessels of all types, but especially for ves-
sels awaiting weather and other conditions favorable to the
resumption of their voyages.

(2) Except when stress of weather makes sailing
impractical or hazardous, vessels shall not anchor in
anchorage areas (A) or (C) for more than 48 hours unless
expressly authorized by the Captain of the Port Houston-
Galveston. Permission to anchor for longer periods may be
obtained through Coast Guard Vessel Traffic Service
Houston/Galveston on VHF-FM channels 12 (156.60
MHz) or 13 (156.65 MHz).

(3) No vessel with a draft of less than 22 feet may
occupy anchorage (A) without prior approval of the Cap-
tain of the Port.

(4) No vessel with a draft of less than 16 feet may
anchor in anchorage (C) without prior approval of the
Captain of the Port Houston-Galveston.

(5) Vessels shall not anchor so as to obstruct the pas-
sage of other vessels proceeding to or from other anchor-
age spaces.

(6) Anchors shall not be placed in the channel and no
portion of the hull or rigging of any anchored vessel shall
extend outside the limits of the anchorage area.

(7) Vessels using spuds for anchors shall anchor as
close to shore as practicable having due regard for the pro-
visions in paragraph (b)(5) of this section.

(8) Fixed moorings, piles or stakes, and floats or buoys
for marking anchorages or mooring in place, are prohib-
ited.

(9) Whenever the maritime or commercial interests of
the United States so require, the Captain of the Port, or his
authorized representative, may direct the movement of any
vessel anchored or moored within the anchorage areas.
(FR 5/13/03) 27/03

Page 120—Paragraph 2659; read:
§165.814 Security Zones; Captain of the Port Houston-

Galveston Zone.

(a) Location. The following areas are designated as sec
rity zones:

(1) Houston, Texas. The Houston Ship Channel and
associated turning basins, bounded by a line draw
between Houston Ship Channel Light 132 (LLNR-24445
and Houston Ship Channel Light 133 (LLNR-24450) we
to the T & N Rail Road Swing Bridge at the entrance t
Buffalo Bayou, including all waters adjacent to the shi
channel from shoreline to shoreline and the first 200 yar
of connecting waterways.

(2) Morgan’s Point, Texas. The Barbours Cut Sh
Channel and Turning Basin containing all waters west o
line drawn between Junction Light “Barbours Cut” 2
41'12"N., 94 59'12"W. (LLNR-23525), and Houston Shi
Channel Light 91, 29 41'00"N., 94 59'00"W. (LLNR-
23375) (NAD 1983).

(3) Bayport, TX. The Port of Bayport, Bayport Ship
Channel and Bayport Turning Basin containing all wate
south of latitude 28 36'45"N. and west of Bayport Shi
Channel Light 9 (LLNR-23295) (NAD 1983).

(4) Texas City, Texas. The Port of Texas City Channe
Turning Basin and Industrial Canal containing all wate
bounded by the area south and west of a line drawn fro
Texas City Channel Light 19 (LLNR 24810) through Cu
B Inner Range Front Light (LLNR 24765) and terminatin
on land in position 29 23'16"N., 94 53'15"W. (NAD 1983).

(5) Freeport, Texas. (i) The Dow Barge Canal contai
ing all waters bounded by its junction with the Intracoast
Waterway, by a line drawn between the eastern point at l
itude 28 56'48"N., 95 18'20"W., and the western point
28 56'40"N., 95 18'33"W. (NAD 1983).

(ii) The Brazos Harbor containing all waters west o
a line drawn between the northern point at 28 56'27"N
95 20'00"W., and the southern point 28 56'09"N., 9
20'00"W. (NAD 1983) at its junction with the Old Bra-
zos River Cut.

(b) Effective dates. This section is effective on April 14,
2003.

(c) Regulations. (1) Entry of into these zones is prohib
ited except for the following:

(i) Commercial vessels operating at waterfront faci
ities within these zones;

(ii) Commercial vessels transiting directly to or from
waterfront facilities within these zones;

(iii) Vessels providing direct operational/logistic sup
port to commercial vessels within these zones;

(iv) Vessels operated by the appropriate port author
or by facilities located within these zones; and

(v) Vessels operated by federal, state, county,
municipal agencies.
(2) Other persons or vessels requiring entry into a zo

described in this section must request express permiss
to enter from the Captain of the Port Houston-Galvesto
or designated representative.

(3) To request permission as required by these regu
tions contact “Houston Traffic” via VHF Channels 11/1
or by phone at (713) 671-5103.

(4) All persons and vessels shall comply with th
instructions of the Captain of the Port Houston-Galvest
and designated on-scene U.S. Coast Guard patrol person

Latitude Longitude

29˚20'39.0"N 94˚46'07.5"W

29˚21'06.1"N 94˚47'00.2"W

29˚21'24.0"N 94˚46'34.0"W

29˚21'14.5"N 94˚45'49.0"W
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On-scene U.S. Coast Guard patrol personnel include com-
missioned, warrant, and petty officers of the U.S. Coast
Guard.

Subpart G-Protection of Naval Vessels

§165.2010 Purpose.
(FR 5/5/03) 27/03
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